
GX
LED SMD HORTICULTUR LAMP

Specification

▪▪ lamp equipped with LED light source made in SMD 		
	 (Surface-Mount Devices) technology
▪▪ power consumption: 150 W
▪▪ Power Factor: 0,98
▪▪ beam angle: 120°
▪▪ ingress protection: IP66*
▪▪ light source lifespan up to 80 000 hours			 
	 (approx. 9 years of constant lighting)
▪▪ analog dimmer
▪▪ wtyczka kątowa
▪▪ standard cable length between lamp and driver: 1,00 m
▪▪ case made of anodized aluminum
▪▪ lamp equipped with diffuse glass for improved light 	 	
	 distribution and uniformity
▪▪ passive heat dissipation
▪▪ warranty: basic 3 years, extended 5 years

Side view

Dimensions

Version Length Width Height Weight
150 W 511 mm 100 mm 60 mm 5,60 kg

RoHS
compliant

* - accounts for ingress protection of all electrical parts such as diode, driver, wires
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Below we present maps with dimensions of 60 cm by 60 cm where we measured the light intensity in 25 points expressed 
in μmol/m2/s in the full range (400 - 800 nm) 100 cm, 50 cm and 30 cm under one lamp. Measurements were performed 
using a spectrophotometer in a room of dimensions 110 cm by 110 cm, which walls are characterized by a high light 
reflectance coefficient.

Below we present maps with dimensions of 60 cm by 60 cm where we measured the light intensity in 25 points expressed 
in μmol/m2/s in the full range (400 - 800 nm) 100 cm, 50 cm and 30 cm under two lamps. Measurements were performed 
using a spectrophotometer in a room of dimensions 110 cm by 110 cm, which walls are characterized by a high light 
reflectance coefficient.
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dimmer
Easy-to-use dimmer allows you to set the desired power depending
on the growth phase, the needs of the plant or individual preferences.


